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PERFORMANCE SPECIFICATION SHEET
ELECTRON TUBE,THYRATRON
TYPE 7665 AND 7665A

This amendment forms a part of MIL-PRF-1/1485E, dated 16 July 1999, and is approved for use by all Departments and
Agencies of the Department of Defense.
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TABLE |, Conformance inspection part 2 : Delete “Operation (2)” and associated method, conditions, symbol, limits and
unit.

PAGE 2 AND 3
TABLE I: Delete in entirety columns “Acceptance level” and “Inspection level or code” and numerical values therein.
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TABLE |, Conformance inspection, part 3: Delete “Life test (2)” and “Life-test (2) end points” and associated inspections,
methods, conditions, symbols, limits and units.

PAGE 4

TABLE | footnotes: Delete 13/ in entirety and replace with “13/ Acceptance shall be based upon a zero defective
sampling plan. No failures shall be permitted”.

TABLE | footnote 15/: Delete and replace with the following: “15/ This test shall be performed during the initial
production and once each succeeding 12-calendar months in which there is production. A test sample of three tubes shall
be used with an acceptance on zero failures. In the event of failure, the test will be made as part of conformance
inspection, part 2, with acceptance on zero failures. The regular '12-calendar month’ sampling plan shall be reinstated
after three consecutive samples have been accepted.”
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